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Organization Name 
Personal Protective Equipment (PPE) Program
Purpose 
At Organization Name, we believe it is our obligation to provide a hazard-free environment to our employees. Each employee encountering hazardous conditions must be protected against potential threats. Personal Protective Equipment (PPE) can shield or isolate you, the employee, from chemical, physical, biological, or other hazards that may be present in the workplace. This program is designed to establish and inform you of our PPE guidelines. (See the “Respiratory Protection Program” and “Hearing Conservation Program” in our Organization Name Safety Manual.)
Administrative Duties
[bookmark: _Hlk485993399]The Job Title, Safety Professional Name, will designate appropriate supervisors to assist in training each employee and monitoring his/her use of PPE. 
This written plan is kept in in the following locations.
Table1. Program Location
	[bookmark: _Hlk485993293]Facility
	Program Location
	Person in Charge 
of Keeping Program

	Facility
	Location
	Safety Professional Name

	Facility
	Location
	Safety Professional Name

	Facility
	Location
	Safety Professional Name


[bookmark: MANAGERC]
If, after reading this program, you find that improvements can be made, please contact the Job Title, Safety Professional Name. We encourage all suggestions because we are committed to the success of our “Personal Protective Equipment Program.” We strive for clear understanding, safe behavior, and involvement in the program from every level of the company.
Hazard Assessment
The basic element of any PPE program is an in-depth evaluation of the equipment needed to protect against hazards at the workplace. This evaluation is the initial hazard assessment; written documentation is required. The basic objective of any PPE program should be to protect the wearer from incorrect use and/or malfunction of PPE. The purpose of this “Personal Protective Equipment (PPE) Program” is to document the hazard assessment as well as protective measures currently used at Organization Name. PPE devices are not to be relied on as the only means to provide protection against hazards. Where possible, hazards are abated first through engineering controls, abetted by PPE to provide protection against hazards that cannot reasonably be abated otherwise.
A safety designee is assigned to assess the hazards present that require PPE at their location. The following table lists the safety designee for hazard assessment.
Table 2. Hazard Assessment Designee
	[bookmark: _Hlk485996025]Location Name
	Employee Name
	Employee Contact Number

	Location
	Safety Professional Name
	Phone Number

	Location
	Safety Professional Name
	Phone Number

	Location
	Safety Professional Name
	Phone Number


[bookmark: 005A]In order for the safety designee to assess the need for PPE, he or she must take the following steps:
1. Identify job classifications where exposures occur or could occur. 
2. Examine the following records to identify and rank jobs according to exposure hazards. 
· Injury/illness records 
· First aid logs 
3. Conduct a walk-through survey of workplace areas where hazards exist, or could exist, to identify sources of hazards to employees, considering these basic hazard categories. 
· Impact 
· Heat or extreme cold
· Penetration 
· Harmful dust 
· Compression (roll over) 
· Light (optical) radiation 
· Chemical
· Electrical
4. During the walk-through survey, observe and record (in the appropriate table) the following hazards along with PPE currently in use (type and purpose): 
· [bookmark: 006A]Sources of motion (i.e., machinery or processes where any movement of tools, machine elements, or particles could exist, or movement of personnel that could result in collision with stationary objects).


[bookmark: _GoBack]Table 3. Motion Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE


· [bookmark: 007A]Sources of high temperatures that could result in burns, eye injury, or ignition of protective equipment.
Table 4. Temperature Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



· [bookmark: 008A]Types of chemical exposures.
Table 5. Chemical Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE


· [bookmark: 009A]Sources of a nuisance dust. 
Table 6. Dust Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



· [bookmark: 010A]Sources of light radiation, i.e. welding, brazing, cutting, furnaces, heat treating, high intensity lights, etc. 
Table 7. Light Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



· [bookmark: 011A]Sources of falling objects or potential for dropping objects.

Table 8. Falling Object Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



· [bookmark: 012A]Sources of sharp objects that might pierce feet or cut hands.
Table 9. Sharp Object Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



· [bookmark: 013A]Sources of rolling or pinching objects that could crush feet.
Table 10. Feet-crushing Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



· [bookmark: 014A]Layout of workplace and location of co-workers.
· [bookmark: 015A]Certain electrical hazards, such as electric shock or burns from electric arcs, blasts, or heat.

Table 11. Electric Shock Hazards
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



5. Following the walk-through survey, organize the data and information to analyze hazards and enable proper selection of protective equipment.
6. Estimate potential for injuries. Review and determine the frequency, type, and level of risk, and seriousness of potential injury from each hazard discovered. Consider the existence of any situations where multiple exposures could occur.
7. Document the hazard assessment in a written certification that identifies the workplace evaluated, the person certifying that the evaluation has been performed, and the date(s) of the hazard assessment.
Selection Guidelines
Once any hazards have been identified and evaluated through hazard assessment, the general procedure for selecting protective equipment is to:
1. Be familiar with potential hazards, types of protective equipment (PPE) that are available, and what the PPE can do.
2. Compare types of equipment to the hazards associated with the environment.
3. Select the PPE that meets selection requirements found in the OSHA regulations and ensures a level of protection equal to or greater than the minimum required to protect employees from the hazards.
4. Fit each user with proper, comfortable, well-fitting protection, and instruct each employee on care and use of the PPE. It is very important that the users are aware of all limitations of their PPE. (See the employee training guidelines outlined in the next section of this program for a more detailed description of training procedures.)
[bookmark: 016A]Hazard Reassessment
It is the responsibility of the Job Title to reassess the workplace hazard situation as necessary, identify and evaluate new equipment and processes, review accident records, and re-evaluate the suitability of previously selected PPE. This reassessment will take place as needed. Minimally, PPE will be reassessed annually or as new products are introduced.
Elements that should be considered in the reassessment include: 
· Adequacy of PPE program. 
· Accident and illness experience. 
· Levels of exposure (this implies appropriate exposure monitoring). 
· Adequacy of equipment selection. 
· Duration that workers wear various protective ensembles. 
· Adequacy of training/fitting of PPE. 
· Program costs. 
· Recommendation for program improvement and modification. 
· Coordination with overall safety and health program.
Employee Training
Training Content
The direct supervisor provides hands-on training for each employee required to use personal protective equipment. Training includes: 
· When PPE is necessary. 
· What PPE is necessary.
· How to wear assigned PPE. 
· Limitations of PPE. 
· The proper care, maintenance, useful life, and disposal of assigned PPE.
Training Occasions
Employees will be trained on the following occasions:
· Before he/she is allowed to perform work requiring the use of the equipment.
· Annually.
· If the Job Title has reason to believe an employee does not have the understanding or skill required to wear PPE. Since an employee's supervisor is in the best position to observe any problems with PPE use by individual employees, the Job Title will seek this person's input when making this determination. 
· When changes in the workplace occur.
· When changes in the types of PPE to be used occur.
Training Methods
The general training is done by our corporate online “Personal Protective Equipment Safety” course; methods used in training for specific procedures are indicated in the table below. 
Table 12. Specific Hazard PPE Training Methods
	Facility
	Hazard
	Training Method

	Location
	Hazard
	Method

	Location
	Hazard
	Method

	Location
	Hazard
	Method



Every employee who participates in the “PPE Program” receives a certificate that they sign, verifying they have completed the course, understand the information presented, and will follow all company policies and procedures regarding safety. 
[bookmark: 017A]Cleaning and Maintenance
It is important that all PPE be kept clean and properly maintained by the employee to whom it is assigned. The following guidelines are followed at Organization Name.
· PPE is to be inspected, cleaned, and maintained by employees at regular intervals, as part of their normal job duties, so the PPE provides the requisite protection. 
· Supervisors are responsible for ensuring compliance with cleaning responsibilities by employees. 
· If PPE is for general use, the location manager has the responsibility of cleaning and maintaining PPE.
· If a piece of PPE is in need of repair or replacement, it is the responsibility of the employee to bring it to the immediate attention of his or her supervisor or the Job Title.
·  It is against work rules to use PPE that is in disrepair or unable to perform its intended function. 
· Contaminated PPE that cannot be decontaminated is disposed of in a manner that protects employees from exposure to hazards.
The following table lists the employees responsible for disposing of contaminated equipment.
Table 13. Employees Responsible for Disposing of Contaminated Equipment
	Location Name
	Employee Name
	Employee Contact Number

	Location
	Safety Professional Name
	Phone Number

	Location
	Safety Professional Name
	Phone Number

	Location
	Safety Professional Name
	Phone Number



PPE Specific Information
[bookmark: 018A]Eye and Face Protection
To help prevent eye and face injuries; all regular full-time, part-time, and temporary employees working in designated work areas are required to wear protective eye and face protection devices. The following table describes the eye protection required for specific location hazards.



Table 14. Specific Tasks Where Eye Protection is Required
	Location Name
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE



Eye and Face Protection Responsibilities
All supervisors and managers are responsible for ensuring employees under their charge comply with this policy. 
All employees who work in designated work areas and/or job assignments are responsible for wearing company provided eye/face protection to comply with this policy. Failure to comply will result in disciplinary action up to and including discharge.
All employees required to wear eye/face protection must routinely inspect and properly care for their eye/face protection. 
[bookmark: 022A][bookmark: 027A]Hand Protection: Gloves
It is the policy of the company that as a condition of employment; all regular full-time, part-time, and temporary employees working in designated work areas are required to wear gloves to help prevent hand injuries, including cuts, burns, and chemical exposure.
The following table describes the hand protection required for specific location hazards.
Table 15. Specific Tasks Where Eye Protection is Required
	Facility
	Hazard
	Required PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE

	Location
	Hazard
	PPE




Hand Protection Responsibilities
Employees from temporary work agencies and contractors are required to wear protective gloves if assigned to work in the designated work areas.
All supervisors and managers are responsible for ensuring employees under their charge are in compliance with this policy.
All employees who work in designated work areas and/or job assignments are responsible for wearing company-provided gloves to comply with this policy. Failure to comply will result in disciplinary action up to and including discharge.
All employees required to wear protective gloves must routinely inspect and properly care for their assigned gloves (if the gloves are not disposable).
Disciplinary Action
Because failure to comply with company policy concerning PPE can result in employee injury as well as OSHA citations and fines, an employee who does not comply with this program will be disciplined for noncompliance as described in the Organization Name Employee Handbook. 
Program Evaluation
Although it is not possible to eliminate all hazards in our workplace, we try to select the best possible PPE to provide a safe environment for our employees. By having the Job Title, Safety Professional Name, thoroughly evaluate and revise our “Personal Protective Equipment Program” as necessary, we can eliminate problems effectively.
At Organization Name, program evaluations, performed annually by the Job Title, involve the following: 
· Conducting evaluations of the workplace as necessary to ensure that the provisions of the current written program are being effectively implemented and that they continue to be effective.
· Regularly consulting management and employees working with PPE. Any problems that are identified during this assessment must be corrected. 



Next Annual Review Date

	Title
	Name
	Date

	
Ex: Originator
	Safety Professional Name
	Date

	Ex: Mfg. Rep.
	Safety Professional Name
	Date

	Ex: QC Rep.
	Safety Professional Name
	Date

	Ex: Logistics Rep.
	Safety Professional Name
	Date

	Ex: Maint./Eng. Rep.
	Safety Professional Name
	Date

	Ex: QA Rep.
	Safety Professional Name
	Date

	Ex: Health and Safety Specialist
	Safety Professional Name
	Date
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